
Panel-Mount Viewer for the
Checker® 200 Series 
SensorView 350 is a compact, rugged, panel-mount display

for the Checker 200 Series inspection sensors. More than

just a display, SensorView provides production statistics

and a user-definable view of the parts that Checker is

inspecting, enabling operators to easily monitor their pro-

duction process without ever needing to connect to a PC. 

See What Checker Sees 

Control What SensorView Displays
• Select the types of images to be displayed

• Choose the type of inspection images that will automatically 

freeze the display

• Control the type of images that Checker records in its memory 

• Immediately freeze any image for further review

• Real-time images with sensor graphics

• User-selectable “image freeze”

• Connects to multiple Checkers (with external USB hub)

• Simple user interface

• Displays images without impacting inspection speed

• 3.5-inch color display 

View Production Statistics

Advantages

SensorView™ 350

The image screen displays images of inspected parts, with
graphics showing the pass/fail status of each Checker sensor. 

The statistics screen displays the number of parts inspected and
real-time statistics for up to eight Checker outputs.
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MODELS SUPPORTED

Checker 201, Checker 202

USER-SELECTABLE LANGUAGES
English, German, Italian, French, Spanish, Japanese, 
Chinese (Simplified), Chinese (Traditional), Korean

POWER
Operating voltage +24VDC (22-26VDC)
Power consumption 275mA @ +24VDC

ENVIRONMENTAL
Operating temperature 0°C to 50°C (32°F to 122°)
Operating humidity 0 to 90%, non-condensing
Storage temperature -20°C to 80°C (-4°F to 176°F)
Storage humidity 0 to 90%, non-condensing

ENVIRONMENTAL (cont.)
Shock 80G x 5ms (IEC 68-2-2)
Vibration 10 G (10 to 500 Hz at 100 M/S2 / 15mm x 2 h (IEC 68-2-6)
Altitude 4000m
Protection IP65

CERTIFICATION
c CSA us, CE, FCC, RoHS

MODELS
Part number Description
SV-350-000 SensorView 350 panel-mount display 

Performance Specifications

SensorView™ 350

134.8mm
(5.3 in)

98.8mm
(3.9in) 25.7mm

(1.0 in)

96.0mm
(3.8 in)

4X M4 Threads

USB Port

60.0mm
(2.4in)

30.0mm
(1.2in)
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